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Numerical simulations including detailed chemical and physical models are performed to investigate the influence of different physical
parameters on the auto-ignition of n-heptane/iso-octane droplets in air. Simulations are performed for isobaric conditions with an ambi-
ent pressure of 8 bar and a droplet radius of 200 lm. The ambient gas temperature ranges from 800 K to 2000 K and the droplet tem-
perature was varied from 300 K to 400 K. Below an ambient temperature of 1000 K the ignition delay time is found to increase with an
increasing volume fraction of iso-octane. Above 1000 K the ignition delay time appears to be almost independent of the mixture com-
position of the droplet. The local ignition conditions are also studied. It turns out that ignition occurs at points, where the mixture is lean.
This trend is more significant, if the ambient temperature increases. The influence of physical properties of the mixture components, like
diffusion coefficients, heat conductivity, heat of vaporization and vapor pressure, is investigated. Furthermore, the influences of simpli-
fying assumptions such as the distillation and diffusion limit are studied.
 2007 Elsevier Ltd. All rights reserved.
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A reliable description and simulation of spray combus-
tion requires a detailed understanding of the underlying
physical and chemical processes. Detailed simulations of
these processes help to test and to validate assumptions
made in the simulation of spray combustion [1–5]. The
ignition and combustion of single fuel droplets in a stag-
nant gas environment is well suited to investigate the basic
principles of droplet combustion. Because of these condi-
tions spherical symmetry can be assumed. This regime is
appropriate to investigate the basic physical and chemical
processes, like vaporization, molecular transport and
chemical kinetics and their interaction. Particularly for
describing transient processes like the ignition of the drop-
let a detailed understanding of this interaction is necessary.
In order to achieve such a detailed understanding, it is of0017-9310/$ - see front matter  2007 Elsevier Ltd. All rights reserved.
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http://digbib.ubka.uni-karlsruhe.de/vollteimportance to investigate the influence of certain physical
parameters on the ignition process.
Single component droplets are not representative for
practical applications, because almost all fuels consist of
mixtures of hydrocarbons. The modeling of multicompo-
nent fuel droplets is much more ambitious because addi-
tional physical processes have to be accounted for.
Diffusion inside the droplet might affect the vaporization
process and therefore the ignition delay time or the droplet
lifetime significantly. Furthermore, a detailed multicompo-
nent vaporization model has to take into account the differ-
ent vapor pressures of the species and the different
enthalpies of vaporization.
Several authors have investigated the ignition and com-
bustion of multicomponent fuel droplets. A number of
studies deal with the combustion of droplets of fuel and
water [6–9]. Makino and Law have investigated the gasifi-
cation behavior of burning and vaporizing dodecane/hex-
adecane droplets [10]. Okai et al. and Shaw et al. have
studied the combustion of methanol/dodecanol droplets
experimentally [11,12]. The ignition of blended fuelv – Scientific Articles Repository) 
xte/1000010850 
Nomenclature
d droplet diameter (lm)
d0 initial droplet diameter (lm)
hvap specific heat of vaporization (J/kg K)
p pressure (bar)
pvap vapor pressure (bar)
r radius
rD droplet radius (lm)
RON research octane number
t time (s)
tign ignition delay time (ms)
tign normalized ignition delay time
T temperature (K)
TD droplet temperature (K)
TG gas temperature (K)
Greek symbol
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been investigated by Takei et al. [13].
In this study the ignition process of n-heptane/iso-octane
droplets is investigated in detail. Previous research, using
the present numerical model, was on the ignition behavior
of pure n-heptane droplets [14]. With the extension to mul-
ticomponent droplets consisting of n-heptane and iso-
octane it is possible to simulate droplets with a given
research octane number (RON). Here, the influence of
the mixture composition on the ignition delay time is inves-
tigated for different ambient temperatures. The local air–
fuel ratios of the n-heptane/iso-octane mixture at the
starting point of ignition are determined for a wide range
of ambient temperatures. Furthermore, it shall be studied,
if the modeling of a gasoline droplet by a bicomponent
droplet, consisting of n-heptane and iso-octane, with the
corresponding RON leads to reasonable results. Such a
modeling can be crucial, because real gasoline consists of
a multitude of chemical species with different physical
and chemical properties. The physical properties of two
mixtures can vary significantly, even though the RONs
are equal. Thus, the influence, in terms of sensitivities, of
some physical properties, e.g. vapor pressure and heat of
vaporization, on the ignition process is investigated. Fur-
thermore, the results of calculations based on detailed
modeling of the transport processes in the liquid phase
are compared to the results of simulations with almost infi-
nitely fast diffusion (distillation limited vaporization) and
with artificially decelerated diffusion (extremely diffusion
limited) in the droplet. The validity of the used numerical
model has been demonstrated in [14].
2. Numerical model
To investigate the coupling of physical and chemical
processes, detailed simulations have to be performed. The
chemical and the physical processes are modeled in detail.
The chemical kinetics is governed by a large number of
chemical species and elementary reactions. In our case of
mixtures of n-heptane and iso-octane the reaction mecha-
nism of Ahmed et al. [15] is used, comprising 94 chemicalspecies and 614 elementary reactions. The physical trans-
port processes in the gas phase as well as in the liquid phase
are modeled in detail. Fourier’s law is used to determine
the heat fluxes [16]. For the calculation of the diffusion
coefficients the approximation of Curtiss and Hirschfelder
[17] is used. The mixture of the liquid fuels n-heptane and
iso-octane is assumed to be ideal. The liquid phase proper-
ties are calculated based on the data correlations taken
from Reid et al. [18]. The density of the liquid fuel is deter-
mined by the relation of Hankinson and Thomson [19].
The approximation of Latini and Baroncini [20] is used
to calculate the heat conductivities, the Rowlinson–Bondi
method [21] to calculate the specific heat capacities. The
diffusion coefficients are determined by the approximation
of Tyn and Calus [22]. For the calculation of the liquid vis-
cosities the correlations of Brulé and Starling and Letsou
and Stiel [23] are used. The presence of internal circulation
in the liquid phase is ignored. Previous studies showed no
significant influence of the internal circulation on the
reported results. These observations are in accordance with
the findings of Cuoci et al. [24].
The vaporization model is based on a local phase equi-
librium. A detailed description of the governing equations
and the interface equations of the phase transition can be
found in [14]. In the presented case of n-heptane/iso-octane
droplets, surface reactions are not taken into account. The
necessary properties to model the phase transition are also
taken from Reid et al. [18]. The vapor pressure is calculated
using the Wagner equation [25], the enthalpy of vaporiza-
tion is calculated by the approximation of Riedel and Wat-
son [26–28].
To overcome numerical difficulties due to the discretiza-
tion of the convective terms, the equation system is trans-
formed into modified Lagrangian coordinates. Uniform
pressure is assumed, and therefore the momentum conser-
vation equation is fulfilled trivially [29]. The governing
equations of the liquid and the gas phase are solved in a
fully coupled way. Efficient numerical methods are utilized
to minimize computing time [29,14]. The partial differential
equation system is discretized by the method of lines using
finite difference techniques. The solution of the resulting
R. Stauch, U. Maas / International Journal of Heat and Mass Transfer 50 (2007) 3047–3053 3049differential-algebraic equation system is calculated by the
linearly implicit extrapolation method LIMEX [30]. A
detailed description and validation of the numerical model
can be found in [14].3. Results and discussion
Detailed simulations are performed for isobaric condi-
tions at an ambient pressure of 8 bar. The fuel droplets
consist of different mixtures of n-heptane and iso-octane.3.1. Ignition delay times
Ignition delay times are calculated for ambient gas tem-
peratures ranging from 700 K to 2000 K. In Fig. 1 the tem-
perature dependence of the ignition delay time for different
n-heptane/iso-octane mixtures is shown. The typical expo-
nential increase of the ignition delay time with decreasing
ambient temperature is obtained. Below 1000 K the slope
of the curve changes, which can be explained by the change
of the active chemical pathways for chain branching [31].
For high temperatures above 1000 K the ignition delay















Fig. 1. Dependence of the ignition delay time on ambient temperature for
n-heptane/iso-octane droplets with different research octane numbers

















Fig. 2. Dependence of the ignition delay time on the research octane
number (p = 8 bar, rD = 200 lm).numbers (RON). Below 1000 K the ignition delay times
depend significantly on the RON. In Fig. 2 the dependence
of the ignition delay time on the RON is shown. The igni-
tion delay time increases with an increasing RON of the
fuel droplet. It can be seen, that the slope of the curve,
which represents the RON dependence, changes with the
ambient temperature. With decreasing ambient tempera-
tures the slope increases. At 1111 K the ignition delay time
remains constant for different RONs. In contrast, at 833 K
the ignition delay time increases by a factor 5 with a RON
increasing from 0 to 95. The temperature range from 700 K
to 1000 K corresponds to the range of a negative tempera-
ture coefficient (NTC) for a homogeneous gas mixture of
n-heptane and iso-octane in air [15]. In this region the influ-
ence of the composition of the mixture is strongest. Above
1000 K the ignition delay times of even the homogeneous
gas mixtures are not much affected by the RON. The
dependence of the ignition delay time on the RON below
1000 K is superimposed by the influence of the physical
transport processes in the case of droplet ignition. The
assimilation of the ignition delay times of different RONs
is due to the fact, that n-heptane and iso-octane show a
comparable vaporization behavior due to the similar phys-
ical properties. However, the influence of the RON on the
ignition delay time is still evident, because in this range the
ignition process is not only limited by transport processes,
but also by the chemical kinetics.
The further studies of the influence of different physical
parameters on the ignition behavior of n-heptane/iso-
octane fuel droplets are performed for a RON of 80 of
the fuel droplets.
The duration of the initial heat-up period of the droplet
is mainly governed by the initial droplet temperature [32].
This heat-up period necessarily affects the ignition delay.
Therefore, the dependence of the ignition delay time on
the droplet temperature is investigated. The influence of
the initial droplet temperature on the ignition delay time
can be seen in Fig. 3. The initial droplet temperature is var-
ied from 300 K to 400 K. To compare the results for the













Fig. 3. Dependence of the normalized ignition delay time
tign ¼ tignðT DÞ=tign(TD = 384 K) on the initial droplet temperature
(p = 8 bar, rD = 200 lm).
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384 K: tign ¼ tignðT G; T DÞ=tign (TG,TD = 384 K). The igni-
tion delay time increases with decreasing droplet tempera-
ture, as anticipated. Indeed, for a gas temperature of
1000 K the ignition delay time is reduced by a factor of
almost 2 increasing the droplet temperature from 300 K
to 400 K. This dependence on the droplet temperature is
minor for lower gas temperatures. For decreasing ambient
temperatures the ignition process becomes more and more
reaction controlled. Because the initial droplet temperature
affects the transport processes rather than the chemical
kinetics the influence of the droplet temperature on the
ignition delay time decreases. Fig. 3 also shows that the
influence of the droplet temperature on the ignition delay
is decreasing with increasing droplet temperature. For
higher initial droplet temperatures the influence of the ini-
tial droplet temperature on the ignition delay diminishes.
As mentioned above, the ignition delay time is affected
by the vaporization process of the fuel droplet. If the drop-
let temperature is low, the vaporization rate is limited by
the vapor pressure of the droplet. If the droplet tempera-
ture is sufficiently high, the vaporization rate is governed
by the heat of vaporization and the gas phase heat flux at
the surface. Because the gas phase heat flux is dependent
on the temperature gradient in the gas phase, it is almost
not affected by the droplet temperature. Because of this
insensitivity to the droplet temperature and because of
the minor influence of the initial heat-up period for higher
initial droplet temperatures the influence of the droplet
temperature on the ignition delay time diminishes. For
the remainder of the performed simulations the initial
droplet temperature is set to 384 K.3.2. Local ignition conditions
The local conditions of the ignition of fuel droplets are
investigated for different ambient temperatures. Fig. 4
shows the local air–fuel ratio kloc for different ambient
gas temperatures at the starting point of ignition. This
starting point is characterized by the rise of the local tem-








Fig. 4. Dependence of the local air–fuel ratio on the ambient gas
temperature (p = 8 bar, rD = 200 lm).air–fuel ratio is determined via the element composition
of hydrogen, carbon and oxygen because at this point of
the overall process most of the initial fuel is already decom-
posed. Except for the lowest gas temperature of 833 K the
local mixture at the point of ignition is lean. This is not nec-
essarily the case for all ambient conditions. In fact, the hot
ignition takes place even at rich local conditions for ambi-
ent temperatures belonging to the NTC-region [33].
Furthermore, this finding is very interesting, because the
ignition delay time of a homogeneous air–fuel mixture at
a given temperature decreases for decreasing air–fuel ratios
[34,35]. It can be stated, that in the case of the auto-ignition
of fuel droplets the gas temperature (which is spatially non-
uniform) is governing the ignition process compared to the
local mixture. The local air–fuel ratio of the igniting mix-
ture essentially increases with increasing ambient tempera-
ture. It can be concluded that the local ignition conditions
are principally getting leaner with increasing ambient tem-
perature. Therefore, with increasing gas temperature the
significance of the ambient gas temperature as the most
important parameter of the ignition process also increases.
The slight decrease of the air–fuel ratio in range from
1000 K to 1250 K can be addressed to the change of the
active chemical pathways for chain branching [31].
3.3. Sensitivity analysis of physical properties
To justify the validity of the bicomponent model for real
multicomponent gasoline fuel droplets the influence of dif-
ferent physical parameters is of importance. In the follow-
ing the influence of different physical processes and
properties of the liquid fuels on the ignition delay and
the vaporization behavior is investigated. The results of
simulations based on detailed modeling of the transport
processes in the liquid phase are compared with the results
assuming infinitely fast transport processes (distillation
limited) and with the results assuming frozen transport
processes (diffusion limited) in the liquid. The validity of
these two commonly used approximations [3] is justified
by comparing with the more realistic, detailed transport
model used in this work. The distillation limited and the
diffusion limited cases are modeled by an artificial scaling
of the transport properties in the liquid phase by 103 and
103, respectively. In Figs. 5–8 the solid lines (—) represent
calculations using a detailed transport model, the dashed
lines (- - -) comply with the distillation limited case and
the dotted lines (  ) stand for the diffusion limited case.
In Fig. 5 profiles of the mole fraction of n-heptane inside
the droplet at t = 0.1 s can be seen. In the distillation lim-
ited case the n-heptane is distributed equally inside the
droplet because of the large transport coefficients and the
mole fraction of n-heptane at the surface is overpredicted.
In the case of detailed transport the profile displays the typ-
ical shape of the profile of the more volatile species of a
bicomponent droplet. In the diffusion limited case most
of the droplet still persists at the initial state. However,














Fig. 5. Profiles of the mole fraction of n-heptane inside the droplet at
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Fig. 6. Temporal evolutions of the temperature at the surface of the
droplet (a) and at the center of the droplet (b) (TG = 1000 K, p = 8 bar,


























Fig. 7. Temporal evolutions of the mole fraction at the surface of the
droplet (a) and the fraction of vaporizing mass (b) of n-heptane
(TG = 1000 K, p = 8 bar, rD = 200 lm).
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the droplet radius. It is overestimated in the case of distil-
lation limit. This behavior originates in the underprediction
of the vaporization rate, which is caused by the overpredic-
tion of the heat flux in the liquid phase. In contrast, in the
diffusion limited case almost no heat conduction in the
liquid phase appears and the vaporization rate is overesti-
mated and therefore the droplet radius is underestimated.
The differences in the profiles of the three test cases arenot that large, but nevertheless general differences are evi-
dent. These findings coincide with the results of Makino
and Law [10], who observed qualitatively the same behav-
ior in the case of dodecane/hexadecane droplets. Fig. 6
shows the temporal evolutions of the temperatures at the
surface and at the center of the droplet. The figures show
the evolution from the beginning of the simulation to the
complete vaporization of the droplet. In all three cases
the droplet ignites at about 50 ms. The typical step in the
surface temperature due to ignition can be seen. In the dis-
tillation limited case the temperature on the surface at the
beginning is lower than in the other cases due to the
increased heat conduction from the surface to the center.
Furthermore, the temperatures at the surface and at the
center of the droplet almost coincide. Because of the
reduced amount of conducted heat in the diffusion limited
case the surface of the droplet is heated up too fast. When
compared to the surface temperature, the temperature at
the center of the droplet shows the typical delayed increase
in the case of detailed transport [3,31]. In the distillation
limited case the temperature at the center follows the sur-
face temperature instantaneously. The center temperature
remains almost constant during the vaporization of the
droplet in the diffusion limited case due to the under-
estimated heat conduction.
In Fig. 7 the mole fractions at the surface and the frac-
tion of vaporizing mass of n-heptane are shown for the
three test cases. Because of the similar physical properties
















Fig. 8. Temporal evolutions of the droplet diameter (TG = 1000 K,
p = 8 bar, rD = 200 lm).
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ences of the behavior of the three test cases can be
observed. In all cases a decrease of the mole fraction of
n-heptane with time is obtained due to the larger volatility.
In the diffusion limited case the mole fraction of n-heptane
decreases rapidly until 0.05 s and remains almost constant
subsequently. In the distillation limited case the mole frac-
tion and the fraction of vaporizing mass are overestimated
for the more volatile species n-heptane until 0.14 s. After
that point both fractions decrease due to the global reduc-
tion of n-heptane in the droplet. This reduction is also
caused by the larger volatility of n-heptane compared to
iso-octane.
Fig. 8 shows the temporal evolutions of the droplet
diameters for the three test cases, which all follow a d2-
law after ignition. As can be seen in Fig. 8 the ignition is
slightly delayed in the distillation limited case compared
to the detailed transport case. In the diffusion limited case
the ignition delay time is slightly underestimated. But these
variations of ignition delay time are minor. However, vari-
ations in the vaporization rates of about 15% are obtained.
In the detailed transport case the vaporization rate is deter-
mined to K = 1.08 mm2/s. This vaporization rate is over-
estimated by an amount of about 10% in the distillation
limited case due to increased supplies of the more volatile
n-heptane out of the inside of the droplet. In the diffusion
limited case the behavior is contrary. The vaporization rate
is underestimated by approximately 5%.
Additionally, the sensitivity of the ignition delay time on
the heat of vaporization is investigated. This is done by a
brute force method, varying the heat of vaporization of
one species hvap,i by a factor of 1.5. Here, the ambient con-
ditions are given by an RON of 80, a droplet radius of
200 lm, an initial droplet temperature of 384 K and an
ambient gas temperature of 1000 K. The ignition delay time
does not change significantly (60.2%), even if the heat of
vaporization of n-heptane is varied by a factor of 1.5. In
contrast, if the heat of vaporization of iso-octane is varied,
a noticeable variation of the ignition delay time can be
detected. The relative sensitivity of the ignition delay time
on the heat of vaporization of iso-octane in this case can











This much larger dependence of the ignition delay time on
the heat of vaporization of only iso-octane can be explained
by the fact, that most of the total heat of vaporization is
associated with iso-octane due to the large mole fraction
of iso-octane of about 0.8 in the droplet.
The sensitivities of the ignition delay time on the vapor
pressures of both fuels are investigated, too. This is done by


















are derived. The sensitivities with respect to the vapor pres-
sures exceed the sensitivities with respect to the heat of
vaporization. The vapor pressure has a larger influence
on the ignition delay than the heat of vaporization. Fur-
thermore, it is striking, that the influence of the n-heptane
is larger than the influence of iso-octane, despite of the sig-
nificantly lower mole fraction of n-heptane. The ignition
process appears to be governed by the more ignitable spe-
cies n-heptane. However, an influence of the vapor pressure
of iso-octane on the ignition delay time is also determined.
In contrast to the ignition delay time, the vaporization pro-
cess is only marginally affected by the modified vapor pres-
sures. The vaporization rate of the droplet does not change
significantly. Only the fraction of vaporizing mass of the
species with the modified vapor pressure increases or de-
creases, respectively.4. Conclusions
The auto-ignition process of single n-heptane/iso-octane
droplets has been simulated numerically including detailed
chemical and physical models. The mixture composition
influences the ignition delay time at ambient temperatures
below 1000 K. The influence increases with decreasing tem-
perature. At 833 K the ignition delay time increases by a
factor of 5 with the RON increasing from 0 to 95. Above
1000 K the ignition delay time is almost not affected by
the mixture composition.
The investigation of the local ignition conditions of the
process of droplet ignition shows that the ignition occurs at
points of lean mixtures predominantly. The air–fuel ratio
at the ignition location appears to increase with increasing
ambient temperatures. This leads to the conclusion that the
ambient gas temperatures is the dominant ambient param-
eter in the ignition process of fuel droplets.
A sensitivity analysis with respect to physical properties
of the components of the fuel droplet shows only minor
R. Stauch, U. Maas / International Journal of Heat and Mass Transfer 50 (2007) 3047–3053 3053influences of transport coefficients of the liquid phase, like
diffusion coefficients and heat conductivities, on the igni-
tion delay time in accordance with the predictions of simple
models. However, the temporal evolution and the vapori-
zation process of the droplet is affected significantly. The
sensitivity of the ignition delay time on the heat of vapor-
ization shows only a noticeable value in the case of the spe-
cies iso-octane, of which the fuel droplet mainly consists
(note, the RON of 80). This variation of the heat of vapor-
ization is assumed to influence the energy balance at the
surface significantly. The vapor pressure is found to have
a significant influence on the ignition delay time.
Calculations for droplets with smaller diameters suggest
that at least the conclusions on the qualitative trends can be
extended to smaller droplet sizes. A detailed investigation of
the dependence on the droplet diameter is subject of future
research. These findings lead to the conclusion, that gaso-
line droplets can be modeled by a mixture of n-heptane
and iso-octane as a first approximation. However, further
improvements have to be conducted to achieve models,
which account for the specific physical and chemical prop-
erties of liquid surrogate droplets for a more reliable
description of the ignition of gasoline droplets.
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